IN THE SPECIFICATION; 



The following paragraph has been added between lines 14 and 15 
of page 11: 

FIGS. 12a-12c illustrate one example of a machine 
trolley/ spreader hoist displaceable lengthwise and widthwise 
along a boom of the crane apparatus, FIG. 12a being a plan 
view, FIG. 12b being a cross-sectional view taken along line 
12b-12b of FIG. 12a, and FIG. 12c being a cross-sectional view 
taken along line 12c-12c of FIG. 12b. 

The following paragraph has been added between lines 8 and 9 
of page 22: 

One example of such a machine trolley/spreader hoist 
6a capable of moving the containers 8 both in a transverse 
direction across the axis of the pier 14 and in a longitudinal 
direction along the axis of the pier is shown in FIGS. 12a- 
12c. The machine trolley /spreader hoist 6a and the operator 
control cabin 6b constitute a machine H mounted to run on 
rails lengthwise along girders of the boom 3 . The girders of 
the boom 3 are spaced wide enough apart to enable the 
trolley/spreader hoist 6a to undergo limited movement on the 
machine H between the girders. The displacement of the 
trolley/ spreader hoist 6a in lengthwise and widthwise 
directions of the boom 3, i.e., transversely across the axis 
of the pier 14 and longitudinally along the axis of the pier, 
is controlled by an operator stationed in the operator control 
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cabin 6b. 
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